<table>
<thead>
<tr>
<th>Model</th>
<th>Type</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>SML-150</td>
<td>Product A</td>
<td>Description A</td>
</tr>
<tr>
<td>SML-200</td>
<td>Product B</td>
<td>Description B</td>
</tr>
<tr>
<td>SML-277</td>
<td>Product C</td>
<td>Description C</td>
</tr>
</tbody>
</table>

**Technical Specifications**

For more detailed specifications, please visit [WULFTEC.com](http://WULFTEC.com).

---

**Contact Information**

- **M. J. Maillis**
- **WULFTEC.com**

---

**Packaging Challenge**

We fear no packaging challenge. Visit [WULFTEC.com](http://WULFTEC.com) for more information.
UNBEATABLE PERFORMANCE
Wulftec® stretch wrappers are well-known for their exceptional strength, durability and reliability — no matter how harsh your environment may be.

Get SMART in 4 easy steps

Step 1: Choose your turntable

Octagonal base (SML-150)
58" diameter, 4,000 lbs capacity
Max load size 59" x 50" W (70.7" dia.)

Standard base (SML-200)
65" diameter, 5,000 lbs capacity
Max load size 59" x 55" W (78.1" dia.)

Standard 2" extension base (SML-EXT)
65" diameter, 5,000 lbs capacity
Max load size 65" x 65" W (92" dia.)

Oversized base (SML-277)
77" diameter, 5,000 lbs capacity
Max load size 65" x 65" W (92" dia.)

Step 2: Choose your wrap height

Wrap height:
SML: 80", 92", 104", 116", 128"
SMH: 80", 92", 104", 116"

Features:
Heavy-duty tower with enclosed dual #50 carriage lifting chains and motor for greater safety and protection
Quick disconnect for easy installation and maintenance

Step 3: Choose your carriage

Choice of 2 models
20’ or 30’ NO-THREAD® powered pre-stretch carriage (50-350% pre-stretch ratio)
20’ or 30’ no pre-stretch carriage (ideal for netting or pre-stretched film)

Features:
Carriage located on the side of the tower for optimal film delivery
Pre-stretch rollers’ blue compound are covered by a lifetime warranty
Resistant blue compound on pre-stretch roller lifetime warranty

Step 4: Choose your control panel

Economy Panel (E)
- LCD PLC
- Basic wrapping functions

Standard Panel (S)
- Allen Bradley PLC
- Advanced wrapping functions
- Allows for some options and minor program changes

Deluxe Panel (D)
- Allen Bradley PLC with PanelView Plus 600 touch screen
- Highly flexible wrapping patterns
- Allows for a full range of options and program changes

THE WULFTEC ADVANTAGE:

Superior features that are just plain SMART
- Larger diameter heavy-duty turntables
- Larger weight capacity machines
- Enclosed dual #50 carriage lifting chains for increased safety
- Enclosed carriage lift motor for better protection
- Side-mounted carriage for optimal film delivery
- Quick disconnect throughout for ease of installation and maintenance
- NEMA 4/12 panel enclosures

For every need, there’s a SMART solution:

Model SML-150-E
A 58", 4,000 lbs capacity octagonal low-profile turntable equipped with a 90° wrap height tower, 20’ NO-THREAD® powered pre-stretch carriage and economy control panel.

For every need, there’s a SMART solution:

Model SMH-HVY-D
An extra heavy-duty 51", 8,000 lbs capacity high-profile ring-gear driven turntable equipped with an 80” wrap height tower, 20’ NO-THREAD® powered pre-stretch carriage and a deluxe control panel.

Looking for a SMART Stretch Wrapping Solution?
The SMART™ machine has been designed to allow you to:
- Upgrade the control panel at any time
- Upgrade the base at any time
- Upgrade the carriage at any time
- Change the tower/width height at any time

Smart, don’t you think?

Call us at 1-877 WULFTEC (985-3832) or contact your Wulftec Distributor.

M. J. MAILLIS
WULFTEC.com

WULFTEC.com